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Amine Reboiler
      Reboiler Size: 762mm OD x 3660mm F/F

Type: TEMA BKU
Size: 406.4/812.8mm OD x 4690mm TS/TS
Duty: 85 kW + 30%

      Rich/Lean Amine Heat Exchanger
      Type: Plate & Frame Alfa Laval

Duty: 85 kW + 15%

      Lean Amine Booster Pump
      Capacity: 22.5 l/min @ 3.2 barg

Motor: 0.75 kW

      Lean Amine Surge Drum
      Size: 1300mm ID x 2400mm S/S

      Lean Amine Circulation Pump
      Capacity: 20 l/min @ 77 barg

Motor: 3.8 kW

      Lean Amine Particle Filter
      Size: 168.3mm OD x 914mm S/F

Amine Reflux Pumps
      Capacity: 12.5 l/min @ 3 barg

Motor: 0.75 kW

Lean Amine Cooler
      Type: Aerial Cooler/Forced Draft

Duty: 13 kW + 25%
Motor: 1.5 kW

      Cartridge: Peco NGGC-536

      Glycol Gas Dehydration Unit
      Glycol Contactor Tower

Size: 457mm OD x 8700mm S/F
      Packing: Sulzer Melapack M500Y/2070mm H  

Gas/Glycol Coalescing Filter
Size: 273mm OD x 2940mm S/F

      Duty: 8kW + 36%

Gas/Glycol Heat Exchanger
Size: 219.1mm OD x 2460mm TS/TS

Glycol TEG Regeneration Unit
Capacity: 5.2 l/min @ 77 barg

      Duty: 168 kW

Heat Medium System
Desig: 300°C @ 0.7barg
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2Lean Amine Surge Drum, Borzecin, Poland

Amine Sweetening Unit, Borzecin, Poland

Heat Medium Heater, Borzecin, Poland
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