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      Glycol regeneration units (stripping type) including:

      Glycol Reboiler

      Glycol Stripping Column

      Glycol Still Column

      Glycol Reboiler Electric Heaters

      Glycol Reflux Condenser

      Glycol Flash Drum

      Glycol Particle/Fine Filter

      Glycol Activated Carbon Filter

      Glycol Surge Drum

      Glycol Surge Drum Start-up Electric Heater

      Post-Flash Glycol/Glycol Heat Exchanger

      Glycol Booster Pumps

      Pre-Flash Glycol/Glycol Heat Exchanger

      Lean Glycol Cooler

      Glycol Circulation Pumps

Scope of Works: 

      Engineering 

      Procurement

      Construction
of:
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2Forties Alpha Platform, North Sea

Forties Alpha Platform, North Sea

Glycol Reflux Condenser, Forties Alpha, North Sea
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Design Pressure: 9.5/FV barg
      Design Temperature: -6 ... +135 °C

Glycol Surge Drum
Size: 1000mm ID x 2720mm H
Design Pressure: 9.5/FV barg

      Design Temperature: -6 ... +235 °C
      Glycol Surge Drum Start-up Electric Heaters

Glycol Activated Carbon Filter
      Flowrate: 1. 9m3/h

Size: 432mm ID x 720mm H

      Duty: 2 x 5 kW
      Post-Flash Glycol/Glycol Heat Exchanger

Type: Shell and Plate

      Design Temperature: -6 ... +235 °C
      Duty: 159 kW

Glycol Booster Pumps

      Size: 921mm x 680mm x 794mm
      Design Pressure: 9.5/FV barg

      Size: 792mm x 555mm x 856mm
      Design Pressure: 9.5/FV barg

Design Temperature: -6 ... +135 °C

      Flowrate: 1.9 m3/h
      Suction Pressure: 3 barg

Discharge Pressure: 9 barg
      Motor Duty: 3.5 kW

Pre-Flash Glycol/Glycol Heat Exchanger
Type: Shell and Tube

      Duty: 75 kW

      Size: 493mm x 555mm x 856mm
      Design Pressure Hot/Cold: 9.5 barg

Design Temperature Hot/Cold: -6 ... +125 °C

Lean Glycol Cooler
Type: Shell and Plate

      Suction Pressure: 3 barg
      Discharge Pressure: 38...45 barg

Motor Duty: 3 kW

      Duty: 88 kW
Glycol Circulation Pumps
Flowrate: 1.9 m3/h

      Skid Weight ready for operate: 41 ton
      Skid Height: 7260mm

Skid Width: 6000mm
Skid Length: 3600mm

Skid Weight with empty equipment: 33 ton
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2Glycol Regeneration Unit, Forties Alpha Project

Glycol Booster Pumps, Forties Alpha, North Sea

Glycol Still Column, Forties Alpha, North Sea
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