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Project info

Project name :

Completion
Role
Location

Design Data

Client

Lyse

Risavika LNG Liquefaction Plant

: 2006-2007
. Prime Contractor
. Risavika, Norway

. Inlet gas pressure: 120 barg

Inlet gas temperature: 10 °C

Gas flow rate: 52 000 Nm?/h

Water content in feed gas: 32 mg/Nm?
LNG production: 900 ton/day

Tail gas: 2000 Nm3/h max

Guaranteed process availability: 95%

: Lyse Gass AS
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Scope of Works:

[ | Pre-engineering

of:

Conceptual plot plan

Process description

Safety zones and areas classification
Hazardous area classifications
Preliminary risk assessment

HSE

Fire protection plan

Noise emission analysis
Feed gas composition:

Nitrogen [N,]: 0.65 %mole
Methane [CH,]: 88.22 %mole
Ethane [CH,]: 8.43 %emole
Propane [C,H,] : 0.55 %mole
Butane [CH, ] : 0.05 %mole
Carbon Dioxide [CO,] : 2.10 %mole

s Distribusjonsnett gass

Cold Box Feed Gas Conditions:

Carbon Dioxide [CO,]: 50ppmv max
Water [H,0]: 0.Tppmy max

Mercury [Hg]: nil

Dust: nil

AMINE REGENERATION UNIT

1 3D Visualization, Lyse LNG Base Load Plant 2 Map of Risavika
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